
Reclaim your desktop; Save space, time and money 
SwitchMan is a unique KVM switch that combines advanced, professional-grade
technology with an easy-to-use design that fits naturally on your desk.  
Color-coded connectors and premium, ultra-thin coax cables make installation
easy.  The SwitchMan KVM allows control of up to four computers from a 
single keyboard, video and mouse.
SwitchMan's USB and COMBO models have a built-in USB 2.0 Hub, which
allows the sharing of multiple USB-supported devices, including scanners, 
digital cameras and printers to be shared among multiple computers.  
Plus, the SwitchMan USB and COMBO models offer audio switching 
functionality that lets you share a single microphone and stereo speakers 
among multiple computers.

Professional performance, low price
SwitchMan includes the same bulletproof reliability as all Raritan enterprise-
class products used in over 50,000 data centers world wide.  Raritan's KVM
switches are designed with "keep-alive" circuitry that eliminates annoying
mouse and keyboard lock-ups when switching between computers.  No matter
how you use SwitchMan, you'll enjoy smooth, flawless start-ups, switching 
and operation.

Easy to connect and operate
Connect both PCs and/or Apple Macs®  (USB versions only) to SwitchMan
using Raritan's premium, ultra-thin KVM cables for the highest video and 
audio quality.  Your standard keyboard, mouse and VGA monitor plug into 
the unit with no software to load or complicated set up.  Standard features 
such as a PC selection button, LED indicators and hot-keys make SwitchMan
operation a snap.  Operate any of four PCs by simply pushing the correspon-
ding button or hot-key on your keyboard.

SwitchMan USB
2- or 4-port USB KVM
(Keyboard, Video and Mouse)
Switch & USB 2.0 Hub 
with Audio

SW2-USB
– 2-port with 2 cables

SW4-USB
– 4-port with 2 cables

SwitchMan USB-COMBO
2- or 4-port USB and PS/2®

KVM Switch and USB 2.0 
Hub with Audio

SW2-USB-COMBO
– 2-port with 2 cables

SW4-USB-COMBO
– 4-port with 2 cables

SwitchMan PS/2
2- or 4-port PS/2 KVM Switch

SW2 – 2-port

SW4 – 4-port

SwitchMan Cable Plus
2-port PS/2 KVM Switch with
built in cabling

SW2-CP
– 2-port with built in cabling 

Control two to four PCs from one
keyboard, monitor and mouse

SwitchMan®



SwitchMan USB 
➤ Save desktop space and consolidate control of your 

USB connecting computers and USB peripherals
➤ Share printers, scanners, digital cameras, audio 

equipment, PDAs and other USB peripherals
➤ Audio support:  Share speakers and microphone for

multi-media applications
➤ Easy installation with color-coded connectors

SwitchMan USB-COMBO
➤ Save desktop space and consolidate control of your USB

and PS/2 connecting computers and USB peripherals
➤ Share printers, scanners, digital cameras and other 

USB peripherals
➤ Audio support:  Share speakers and microphone for

multi-media applications
➤ Easy installation with color-coded connectors

PC-1 PC-2 PC-3 PC-4Microphone

Speakers

Power Supply
(Included)

Monitor

USB MouseUSB Keyboard

USB HUB Selector

PC Selector

Access any USB (1.1/2.0) device

PC-1 PC-2 PC-3 PC-4Microphone

Speakers

Power Supply
(Included)

Monitor

USB MouseUSB Keyboard

USB HUB Selector

PC Selector

Access any USB (1.1/2.0) device

Not shown:  Separate Keyboard, Video, Mouse and audio connectors on the PC end of the cable.  
PS/2 keyboard and mouse signals integrated in to the video connector at the switch end of the cable.

Not shown:  Separate Keyboard, Video, Mouse and audio connectors on the PC end of the cable.  



SwitchMan Cable Plus
Raritan's SwitchMan Cable Plus, 
a 2-port PS/2 KVM (Keyboard,
Video and Mouse) switch with
integrated cables, allows you to
access and control two computers
(PC and/or Mac®) from a single
keyboard, monitor and mouse.
This unique approach is the most cost effective way to 
manage two computers, saving you time, money and space.

➤ Control two computers from a single PS/2 console
➤ Save desktop space, time and money
➤ Compact and portable 
➤ Fast and easy setup

There's no software to configure and no tricky installation.
Simply plug the built-in cables into the appropriate comput-
er ports, and you’re up and running.  SwitchMan Cable Plus
works on any hardware platform and all operating systems.
Efficient and easy to use, SwitchMan Cable Plus provides a
convenient method to access computers via simple hot-key
combinations from the keyboard.

SwitchMan PS/2 
➤ Works with PS/2 desktops, workstations, servers, 

and laptops
➤ Prevents keyboard lockups through complete 

keyboard/mouse emulation with dedicated processors
for each PC

➤ Allows switching between PCs from front panel push-
buttons with LED indicators or easy hot-key commands

➤ Offers flawless PC boot-up and operation

Raritan is a leading supplier of solutions for managing IT infrastructure equipment and the mission-critical applications and services that run on it.  Raritan was founded in 1985,
and since then has been making products that are used to control millions of servers at more than 50,000 network data centers, computer test labs and multi-workstation
environments around the world.  From the small business to the enterprise, Raritan's complete line of compatible and scalable KVM and remote connectivity products offers IT
professionals the most reliable, flexible and secure in-band and out-of-band solutions to manage data center equipment applications and services, while improving operational
productivity.  More information on the company is available at Raritan.com.

When you’re ready to take control,
do it with SwitchMan.
Distributed by:

Power Supply
(Included)

PS/2 Mouse

PS/2 Keyboard
PC-1 PC-2 PC-3 PC-4

PC-1Channel Scan PC-2 PC-3 PC-4

Monitor

Not shown:  Keyboard, Video and Mouse connectors on the PC end of the cable. 



Specifications

Raritan and SwitchMan are registered trademarks of Raritan Computer, Inc.;  PS/2 is a registered trademark of IBM Corporation;  Mac is a registered trademark of 
Apple Computer, Inc.

*To qualify for advanced replacement under the standard warranty, you must register the product at http://Raritan.com/standard_warranty.

Accessories - Included with SwitchMan USB and SwitchMan USB-COMBO

2 KVM Cables (6 ft/1.8 m)
SwitchMan USB only

1 Vertical Mount Base Auto Switch Power Adapter
110-240 volts AC

2 KVM Cables (6 ft/1.8 m), 1 USB 3 ft Cable 
SwitchMan COMBO only 

SwitchMan USB and SwitchMan USB-COMBO comes with two 6 ft.
cables.  Additional SwitchMan USB cables are available as follows:

Part Number Description

CSWUSB18 6 ft. (1.8m) premium KVM cables for USB 

CSWUSB30 10 ft. (3m) premium KVM cables for USB 

CSWUSBPS/218 6 ft. (1.8m) premium KVM cables for USB PS/2 COMBO

CSWUSBPS/230 10 ft. (3m) premium KVM cables for USB PS/2 COMBO

Part Number Description

CSWT18 6 ft. cable for PS/2 and VGA connections

CSWT30 10 ft. cable for PS/2 and VGA connections

APSAT AT/serial converter kit for above cables

V1015

Models SW4-USB SW2-USB SW4-USB-COMBO SW2-USB-COMBO SW2 & SW4

Dimensions - (WxDxH) 9.25"x 5.54"x 1.73";
235 x 142 x 45mm

7.24"x 4.84"x 1.73";
184 x 123 x 45mm

9.25"x 5.54"x 1.73";
235 x 142 x 45mm

7.24"x 4.84"x 1.73";
184 x 123 x 45mm

10"x 5.50"x 2.13";
256 x 140 x 53mm

Weight 2.33 lbs; 1.05 kg 1.58 lbs; 0.72 kg 2.33 lbs; 1.05 kg 1.58 lbs; 0.72 kg 1.7 lbs; 0.77 kg

Operating Temperature 32 to 104 F (0. to 40 C) 32 to 104 F (0. to 40 C) 32 to 104 F (0. to 40 C) 32 to 104 F (0. to 40 C) 32 to 104 F (0. to 40 C)

Storage Temperature -4 to 140 F (-20 to 60 C) -4 to 140 F (-20 to 60 C) -4 to 140 F (-20 to 60 C) -4 to 140 F (-20 to 60 C) -4 to 140 F (-20 to 60 C)

Humidity 0-80% RH, non-condensing 0-80% RH, non-condensing 0-80% RH, non-condensing 0-80% RH, non-condensing 0-80% RH, non-condensing

User Connection Ports

VGA Monitor HD15 (F) HD15 (F) HD15 (F) HD15 (F) HD15 (F)

USB-PS/2 Keyboard USB type A USB type A USB type A USB type A mini-DIN 6 pin (F)

USB-PS/2 Mouse USB type A USB type A USB type A USB type A mini-DIN 6 pin (F)

Microphone Audio jack, 3.5mm (pink) Audio jack, 3.5mm (pink) Audio jack, 3.5mm (pink) Audio jack, 3.5mm (pink) n/a

Speaker Audio jack, 3.5mm (green) Audio jack, 3.5mm (green) Audio jack, 3.5mm (green) Audio jack, 3.5mm (green) n/a

Flash Upgrade mini-DIN 8 pin (F) Cable:
mini-DIN8 (M) to DB9 (F)

mini-DIN 8 pin (F) Cable:
mini-DIN 8 (M) to DB9 (F)

mini-DIN 8 pin (F) Cable:
mini-DIN 8 (M) to DB9 (F)

mini-DIN 8 pin (F) Cable:
mini-DIN 8 (M) to DB9 (F)

n/a 

PC Connection Ports

VGA Monitor HD15 (F) HD15 (F) HD15 (F) HD15 (F) HD15 (F)

USB (KB+ms) USB type B USB type B USB type B USB type B n/a

PS/2 Keyboard n/a n/a n/a n/a mini-DIN 6 pin (F)

PS/2 Mouse n/a n/a n/a n/a mini-DIN 6 pin (F)

Speaker Audio jack, 3.5mm (green) Audio jack, 3.5mm (green) Audio jack, 3.5mm (green) Audio jack, 3.5mm (green) n/a

Microphone Audio jack, 3.5mm (pink) Audio jack, 3.5mm (pink) Audio jack, 3.5mm (pink) Audio jack, 3.5mm (pink) n/a

Agency Approvals FCC class B Part 15, CE class
B and VCCI certification

FCC class B Part 15, CE class
B and VCCI certification

FCC class B Part 15, CE class
B and VCCI certification

FCC class B Part 15, CE class
B and VCCI certification

FCC Class , CE

DC Power Supply 5V/2.5A 5V/2.5A 5V/2.5A 5V/2.5A 6V/1.4A (Optional)

Warranty Two years with Advanced
Replacement*

Two years with Advanced
Replacement*

Two years with Advanced
Replacement*

Two years with Advanced
Replacement*

Two years with Advanced
Replacement*

SwitchMan PS/2 - Raritan premium grade, tangle-proof cables -
Sold separately.  One cable required for each PC.
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